Ristorazione - Food processors

TC 12-22 DAKOTA

tritacarne
meat grinders

Facilmente trasportabile grazie alle pratiche
maniglie.

Corpo in alluminio anodizzato e fianchi in ABS
antiurto.

Generoso motore ventilato.

Sistema di riduzione ad ingranaggi a bagno
d’olio.

Ingranaggi elicoidali temperati e rettificati.
Bocca tritacarne in acciaio inox AISI 304 (o
alluminio sumod. 22).

Piastra e coltello inox.

 Comandi con inversione di marcia di serie.
Versione CE con:

» Comandi 24 volt con NVR.

e Fasy to carry thanks to its sides handles.

e Anodized aluminium body and ABS shockproof
sides.

TC 22 DAKOTA * Ventilated motor.

* Qil-bath gear box.

* Ground tempered helical gears.

e Fasy to remove AISI 304 S/S or aluminium (only
for 22 model) mincing mouth.

- * S/S plates and knives.
« Slandard reverse.

CE version:
e 24 volt controls and NVR device.
G
.
I
A
C
o . 2
2 s 3 2,
P s se E 22 _=
.  £885 sspe. S2 z = B oBS.
s 58 222F SE3 S3ae §658  2gsf E2E2
SBED ST LD P Ecg 2 csol Sas8® -2y
2589 EZ5E S350 8852 22238 ESEE 2855
cava <oao< aree adhaic A B C D E F G L2220 awn=oa AEma
watt/Hp Kgih amm mm mm mm mm mm mm  mm Kg mm kg
TC 12 Dakota Smigg/ﬂs 230-400V/50Hz 9% 45 310 225 395 360 130 415 485 2 570x750x800 34
TC 22 Dakota Smiggﬁﬁ 230-400V/50H: 120 45 30 225 395 360 115 45 485 2% 570x750:600 3%
S ey Sgem 2w S88® A B c D E F G 28w LES+ seom
SSeR SSE® =Ra0% gSEOR 25 g =S8 S55W
sS85 SEE =555, SSaw 823 3 s Sg&
2 EES] EEE T <28 cSEsw $88
==<c 23080 s o 258
g &5 &g s8¢
@ S & SE83
EE°
S o
3
S
5

1. Passapomodoro per TC12 opzionale
Optional tomato sauce making for TC12
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